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NOTES:
1.0 PLATING:

1>Contact plating:brass Au5u" over 50-120u"Ni
2)Contact Solder area plating:brass Ausu” over 50-120u” Ni
3>Spring;SUS304

2.0 Rated voltage(Per Contact):5 Volts
3.0 Rated Current (Per Contact):2A maximum
4.0 Contact Resistance:30m2 maximum
5.0 Recommended Working Strok&Force:

1>Stroke 0.50mm(Per Contact):60±15gf
6.0 Mechanical life:

1>0.50mm(Mechanical life):100-1000K Cycles Min
7.0 Working Temperature Range:-30-85° BB 01.00±0.03
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1.8*2.5 POGO PINMaterial: C3604, gold plated 5µm, spring force 60gf, tailless with Ver1Pcs ADes O

UnitH1.8(1.48)1.7 Needle Tube Hole (1.221.44), Material: C3604, Gold 
Plating: 5µm, Nickel Plating: 50-120µm, Salt Spray Test: 48H2 1PCS mm

x.±0.20 x° .±21 1Pc
 5µm, Nickel Plating: 50-120µm, Salt Spray Test: 48H

s
.x⁰ ±0.5°x ±0.15

xx±0.10 2018.12.11
2 3 5 64

Shenzhen Jiatel Hardware Electronics Co.,Ltd
3     Spring: 0.120.762.2*9N, Material: SUS304
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1.2(1.0)1.55 Needle Hole (0.81.15mm), Material: C3604, Gold Plating:


